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;EV/ I I A. BUILDING 15 PART OF NATIONAL REGISTER OF HISTORIC PLACES. ALL WORK WILL BE

CARRIED OUT IN ACCORDANCE WITH THE SECRETARY OF THE INTERIOR'S STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES, PARTICULARLY, THE STANDARD FOR
PRESERVATION.

B. DIMENSIONS ON FLOOR PLAN ARE BASED ON FACE OF FINISHED WALL TO FACE OF
FINISHED WALL (NOMINAL).

1 C. VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE. PORTIONS OF EXISTING
- CONSTRUCTION MAY HAVE BEEN REMOVED BY OANER.

D. MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL SPACES IN THE BUILDING NOT AFFECTED BY
L THIS WORK. COORDINATE WITH COTR ANT DISRUPTION IN SERVICES REQUIRED TO PERFORM
WORK OR TO MODIFY EXISTING PIPING, DUCTWORK OR ANY ASSOCIATED EQUIPMENT.

&
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U E. CONTRACTOR SHALL ENSURE ALL CURRENTLY OPERATING MECHANICAL. PLUMBING AND
ELECTRICAL SERVICES ARE MAINTAINED THROUGHOUT THE SHORING INSTALLATION AS PART OF
THE BASE BID.

!
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% — —+F — i | —— - — = ——— — — 47+ — @ F. CONTRACTOR RESPONSIBLE FOR RESTORING ANY AND ALL SYSTEMS AFFECTED BY THE ROOF
- : [ STABILIZATION PROJECT TO OPERATIONAL CONDITION AS PART OF BASE BID. IF WORK
< —AB INCLUDES REROUTING, A MINIMUM SEVEN FOOT HEADROOM CLEARANCE SHALL BE MAINTAINED
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THROUGHOUT THE AFFECTED AREA.
m ! e - [XE G. CONTRACTOR RESPONSIBLE FOR DESIGN, DETAILS AND INSTALLATION OF ALL SHORING.

1 1 F. CONTRACTOR RESPONSIBLE FOR PROPER ABATEMENT OF ANY HAZARDOUS MATERIALS
REQUIRED TO BE REMOVED IN AREAS AFFECTED BY SHORING INSTALLATION AS PART OF BASE

/\ AN BID. SEE LIMITED PRE-RENOVATION ASBESTOS SURVEY REPORT DATED FEBRUARY 23, 201,
o
<6% - VY | ——— — < - 1 e — — — - — — O II J. CONTRACTOR TO PATCH PORTIONS OF THE EXTERIOR WALLS WHERE DAMAGE HAS OCCURED
viree | DUE TO COLAPSED ROCF STRUCTURE OR ROOF DETERIORATION. BUILDING TO BE BROUGHT
° / | | m I BACK TO ORIGINAL CONDITION AND WATER TIGHT AT AFFECTED AREAS AS SPECIFIED IN

CONTRACT DOCUMENTS. ONLY RECLAMED BRICK THAT MATCHES THE EXISTING BRICK WILL BE
USED.

K. DEMOLITION AND SHORING CONTRACTOR TO WEAR PROPER PPE, MOLD PRESENT.

FLOOR AND ROCF PLAN NOTES
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@ REROCF REQUIRED IN THIS AREAS OF COLLAPSE OR PARTIAL COLLAPSE. SEE DETAILS ON
SHEET A400. SEE STRUCTURAL FOR ADDITONAL INFORMATION.

| o @ REMOVE DEBRIS AT COLLAPSED ROOF AREA AND SALVAGE ROOF SUPPORT STRUCTURE
INCLUDING BEAMS AND GIRDER, "BOWSTRING" TRUSS, CEILING SUPPORT BEAMS AND WOOD
DECKING. REUSE MATERIALS WHEREVER POSSIBLE. SEE STRUCTURAL NOTES ON SHEET
$400.

FLOOR TILE/ MASTIC 1S ASBESTOS CONTAINING MATERIALS.
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REROOF REQUIRED THIS AREA. APPROXIMATELY 10 SQUARE FEET. SIMILAR TO DEATILS ON
SHEET A400.

REPLACE DAMAGED CEILING WITHIN FIRST FLOOR CONSTRUCTION LIMITS WITH GYPSUM
BOARD FUR GYPSUM BOARD FLUSH WITH EXISTING CEILING. NO TAFE JOINTS.
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REPLACE DAMAGED CEILING WITHIN SECOND FLOOR CONSTRUCTION LIMITS WITH VENEER
GYPSUM BOARD AND ONE COAT VENEER PLASTER. SHIM GYPSUM BOARD TO BE SAME
HEIGHT AS EXISTING CEILING.

o TONGUE AND GROOVE OR PLYWOOD MAY BE USED AS DECKING FOR FIRST FLOOR
ROOFING STSTEM. NEW DECKING TO BE FLUSH WITH EXISTING.
SALVAGED TONGUE AND GROOVE DECKING BOARDS FROM FIRST AND SECOND FLOOR

COLLAPSED ROOF AREAS SHOULD BE USED ON SECOND FLOOR ROOF DECK. FLUSH OUT
WITH EXISTING ROOF DECK.
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A BUILDING IS5 PART OF NATIONAL REGISTER OF HISTORIC PLACES. ALL WORK WILL BE

” | CARRIED OUT IN ACCORDANCE WITH THE SECRETARY OF THE INTERIOR'S STANDARDS FOR
H THE TREATMENT OF HISTORIC PROPERTIES, PARTICULARLY, THE STANDARD FOR

H PRESERVATION.

FINISHED WALL (NOMINAL).

B. DIMENSIONS ON FLOOR FLAN ARE BASED ON FACE OF FINISHED WALL TO FACE OF
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| | | [ | C. VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE. PORTIONS OF EXISTING
| H CONSTRUCTION MAY HAVE BEEN REMOVED BY OANER.

H D. MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL SPACES IN THE BUILDING NOT AFFECTED BY
[ i THIS HORK. COORDINATE WITH COTR ANY DISRUPTION IN SERVICES REQUIRED TO PERFORM
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WORK OR TO MODIFY EXISTING PIPING, DUCTWORK OR ANY ASSOCIATED EQUIPMENT.

4 E. CONTRACTOR SHALL ENSURE ALL CURRENTLY OPERATING MECHANICAL. PLUMBING AND
_ ELECTRICAL SERYICES ARE MANTANED THROUGHOUT THE SHORING INSTALLATION AS PART OF
L THE BASE BID.
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- STABILIZATION PROJECT TO OPERATIONAL CONDITION AS PART OF BASE BID. IF WORK
[ INCLUDES REROUTING, A MINIMUM SEVEN FOOT HEADROOM CLEARANCE SHALL BE MAINTAINED
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l % / 1 F. CONTRACTOR RESPONSIBLE FOR PROPER ABATEMENT OF ANY HAZARDOUS MATERIALS
| | REQUIRED TO BE REMOVED IN AREAS AFFECTED BY SHORING INSTALLATION AS PART OF BASE
F BID. 8EE LIMITED PRE-RENOVATION ASBESTOS SURVEY REPORT DATED FEBRUARY 23, 20Il.
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—~ @l J. CONTRACTOR TO PATCH PORTIONS OF THE EXTERIOR WALLS WHERE DAMAGE HAS OCCURED
5 DUE TO COLAPSED ROOF STRUCTURE OR ROOF DETERIORATION. BULDING TO BE BROUGHT
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; 1 ; 1 i — CONTRACT DOCUMENTS. ONLY RECLAIMED BRICK THAT MATCHES THE EXISTING BRICK WILL BE

v USED.
; K. DEMOLITION AND SHORING CONTRACTOR TO WEAR PROPER PPE, MOLD PRESENT.
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@ REROOF REQUIRED IN THIS AREAS OF COLLAPSE OR PARTIAL COLLAPSE. SEE DETAILS ON
SHEET A400. SEE STRUCTURAL FOR ADDITONAL INFORMATION.

E! @ REMOVE DEBRIS AT COLLAPSED ROOF AREA AND $ALVAGE ROCF SUPPORT STRUCTURE
INCLUDING BEAMS AND GIRDER, "BOWSTRING" TRUSS, CEILING SUPPORT BEAMS AND WOOD
| | 7 ] DECKING. REUSE MATERIALS WHEREVER POSSIBLE. SEE STRUCTURAL NOTES ON SHEET
< \ 5400.

FLOOR TILE/ MASTIC 1S5 ASBESTOS CONTAINING MATERIALS.
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REROOF REQUIRED THIS AREA. APPROXIMATELY 10 SQUARE FEET. SIMILAR TO DEATILS ON
SHEET A400.

REPLACE DAMAGED CEILING WITHIN FIRST FLOOR CONSTRUCTION LIMITS WITH GYPSUM
BOARD FUR GTPSUM BOARD FLUSH WITH EXISTING CEILING. NO TAPE JOINTS.

LOADNG I @ @ @
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REFPLACE DAMAGED CEILING WITHIN SECOND FLOOR CONSTRUCTION LIMITS WITH VENEER
GYPSUM BOARD AND ONE COAT VENEER PLASTER. SHIM GYPSUM BOARD TO BE SAME
HEIGHT AS EXISTING CEILING.

TONGUE AND GROOVE OR PLYWOOD MAY BE USED AS DECKING FOR FIRST FLOOR
ROOFING STSTEM. NEW DECKING TO BE FLUSH WITH EXISTING.

SALVAGED TONGUE AND GROOVE DECKING BOARDS FROM FIRST AND SECOND FLOOR
COLLAPSED ROCF AREAS SHOULD BE USED ON SECOND FLOOR ROOF DECK. FLUSH OUT
— WITH EXISTING ROOF DECK.
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DETAIL REFERENCE

FLOOR AND ROCF PLAN - GENERAL NOTES

P

CONSTRUCTION LIMITS

DIRECTION OF 8. OPE

PLAN NOTE

A. BUILDING 15 PART OF NATIONAL REGISTER OF HISTORIC PLACES. ALL WORK WILL BE
CARRIED OUT IN ACCORDANCE WITH THE SECRETARY OF THE INTERIOR'S STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES, PARTICULARLY, THE STANDARD FOR

PRESERVATION.

B. DIMENSIONS ON FLOOR PLAN ARE BASED ON FACE OF FINISHED WALL TO FACE OF

FINISHED WALL (NOMINAL).

C. VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE. PORTIONS OF EXISTING
CONSTRUCTION MAY HAVE BEEN REMOVED BY OWNER.

D. MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL SPACES IN THE BUILDING NOT AFFECTED BY
THIS HORK. COORDINATE WITH COTR ANY DISRUPTION IN SERVICES REQUIRED TO PERFORM
WORK OR TO MODIFY EXISTING PIPING, DUCTWORK OR ANY ASSOCIATED EQUIPMENT.

E. CONTRACTOR SHALL ENSURE ALL CURRENTLY OPERATING MECHANICAL. PLUMBING AND
ELECTRICAL SERVICES ARE MAINTAINED THROUGHOUT THE SHORING INSTALLATION AS PART OF

THE BASE BID.

F. CONTRACTOR RESPONSIBLE FOR RESTORING ANY AND ALL SYSTEMS AFFECTED BY THE ROOF
STABILIZATION PROJECT TO OPERATIONAL CONDITION AS PART OF BASE BID. IF WORK
INCLUDES REROUTING, A MINIMUM SEVEN FOOT HEADROOM CLEARANCE SHALL BE MAINTAINED
THROUGHOUT THE AFFECTED AREA.

G. CONTRACTOR RESPONSIBLE FOR DESIGN, DETAILS AND INSTALLATION OF ALL SHORING.

F. CONTRACTOR RESPONSIBLE FOR PROPER ABATEMENT OF ANY HAZARDOUS MATERIALS
REQUIRED TO BE REMOVED IN AREAS AFFECTED BY SHORING INSTALLATION AS PART OF BASE
BID. 8EE LIMITED PRE-RENOYATION ASBESTOS SURVEY REPORT DATED FEBRUART 23, 20II.

J. CONTRACTOR TO PATCH PORTIONS OF THE EXTERIOR WALLS WHERE DAMAGE HAS OCCURED
DUE TO COLAPSED ROCF STRUCTURE OR ROCF DETERIORATION. BUILDING TO BE BROUGHT
BACK TO ORIGINAL CONDITION AND WATER TIGHT AT AFFECTED AREAS AS SPECIFIED IN
CONTRACT DOCUMENTS. ONLY RECLAIMED BRICK THAT MATCHES THE EXISTING BRICK WILL BE

USED.

K. DEMOLITION AND SHORING CONTRACTOR TO WEAR PROPER PPE, MOLD PRESENT.

FLOOR AND ROCF PLAN NOTES

@ REROOF REQUIRED IN THIS AREAS OF COLLAPSE OR PARTIAL COLLAPSE. SEE DETAILS ON

SHEET A400. SEE STRUCTURAL FOR ADDITONAL INFORMATION.

() REMOVE DEBRIS AT COLLAPSED ROOF AREA AND SALVAGE ROOF SUPFORT STRUCTURE
INCLUDING BEAMS AND GIRDER, "BOWSTRING' TRUSS, CEILING SUPPORT BEAMS AND WOOD
DECKING. REUSE MATERIALS WHEREVER POSSIBLE. SEE STRUCTURAL NOTES ON SHEET

8400.

SHEET A400.

® 0 ® 00O

FLOOR TILE/ MASTIC 1S5 ASBESTOS CONTAINING MATERIALS.

REROOF REQUIRED THIS AREA. APPROXIMATELY 10 SQUARE FEET. SIMILAR TO DEATILS ON

REPLACE DAMAGED CEILING WITHIN FIRST FLOOR CONSTRUCTION LIMITS WITH GYPSUM
BOARD FUR GYPSUM BOARD FLUSH WITH EXISTING CEILING. NO TAPE JOINTS.

REPLACE DAMAGED CEILING WITHIN SECOND FLOOR CONSTRUCTION LIMITS WITH VENEER
GYPSUM BOARD AND ONE COAT VENEER FPLASTER. SHIM GYPSUM BOARD TO BE SAME
HEIGHT AS EXISTING CEILING.

TONGUE AND GROOVYE OR PLTWOOD MAY BE USED AS DECKING FOR FIRST FLOOR
ROOFING STSTEM. NEW DECKING TO BE FLUSH WITH EXISTING.

SALYAGED TONGUE AND GROOVE DECKING BOARDS FROM FIRST AND 8ECOND FLOOR

COLLAPSED ROOF AREAS SHOULD BE USED ON SECOND FLOOR ROOF DECK. FLUSH OUT
WITH EXISTING ROOF DECK.
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FLOOR AND ROCF PLAN - GENERAL NOTES

A

K.

BUILDING IS PART OF NATIONAL REGISTER OF HISTORIC PLACES. ALL WORK WILL BE
CARRIED OUT IN ACCORDANCE WITH THE SECRETARY OF THE INTERIOR'S STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES, PARTICULARLY, THE STANDARD FOR
PRESERVATION.

DIMENSIONS ON FLOOR PLAN ARE BASED ON FACE OF FINISHED WALL TO FACE OF
FINISHED WALL (NOMINAL).

VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE. PORTIONS OF EXISTING
CONSTRUCTION MAY HAVE BEEN REMOVED BY OWNER.

MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL SPACES IN THE BUILDING NOT AFFECTED BY
THIS WORK. COORDINATE WITH COTR ANY DISRUPTION IN SERYICES REQUIRED TO PERFORM
WORK OR TO MODIFY EXISTING PIPING, DUCTWORK OR ANY ASSOCIATED EQUIPMENT.

CONTRACTOR SHALL ENSURE ALL CURRENTLY OPERATING MECHANICAL. PLUMBING AND
ELECTRICAL SERVICES ARE MAINTAINED THROUGHOUT THE SHORING INSTALLATION AS PART OF
THE BASE BID.

CONTRACTOR RESPONSIBLE FOR RESTORING ANY AND ALL STSTEMS AFFECTED BY THE ROOF
STABILIZATION PROJECT TO OFERATIONAL CONDITION AS PART OF BASE BID. IF WORK
INCLUDES REROUTING, A MINIMUM SEVEN FOOT HEADROOM CLEARANCE SHALL BE MAINTAINED
THROUGHOUT THE AFFECTED AREA.

CONTRACTOR RESFPONSIBLE FOR DESIGN, DETAILS AND INSTALLATION OF ALL SHORING.

CONTRACTOR RESPONSIBLE FOR PROPER ABATEMENT OF ANY HAZARDOUS MATERIALS
REQUIRED TO BE REMOVED IN AREAS AFFECTED BY SHORING INSTALLATION AS PART OF BASE
BID. 8EE LIMITED PRE-RENOVATION ASBESTOS SURVEY REPORT DATED FEBRUARY 23, 20II.

CONTRACTOR TO PATCH PORTIONS OF THE EXTERIOR WALLS WHERE DAMAGE HAS OCCURED
DUE TO COLAPSED ROCF STRUCTURE OR ROCF DETERIORATION. BUILDING TO BE BROUGHT
BACK TO ORIGINAL CONDITION AND WATER TIGHT AT AFFECTED AREAS AS SPECIFIED IN
CONTRACT DOCUMENTS. ONLY RECLAIMED BRICK THAT MATCHES THE EXISTING BRICK WILL BE
USED.

DEMOLITION AND SHORING CONTRACTOR TO WEAR PROPER PPE, MOLD PRESENT.

FLOOR AND ROCF PLAN NOTES
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REROOF REQUIRED IN THIS AREAS OF COLLAPSE OR PARTIAL COLLAPSE. SEE DETAILS ON
SHEET A400. SEE STRUCTURAL FOR ADDITONAL INFORMATION.

REMOVE DEBRIS AT COLLAPSED ROOF AREA AND SALVAGE ROOF SUPPORT STRUCTURE
INCLUDING BEAMS AND GIRDER, "BOWSTRING" TRUSS, CEILING SUPPORT BEAMS AND WOOD
DECKING. REUSE MATERIALS WHEREVER POSSIBLE. SEE STRUCTURAL NOTES ON SHEET
5400.

FLOOR TILE/ MASTIC 15 ASBESTOS CONTAINING MATERIALS.

REROOF REQUIRED THIS AREA. APPROXIMATELY 10 SQUARE FEET. SIMILAR TO DEATILS ON
SHEET A400.

REPLACE DAMAGED CEILING WITHIN FIRST FLOOR CONSTRUCTION LIMITS WITH GYPSUM
BOARD.FUR GYPSUM BOARD FLUSH WITH EXISTING CEILING. NO TAPE JOINTS.

REPLACE DAMAGED CEILING WITHIN SECOND FLOOR CONSTRUCTION LIMITS WITH VENEER
GYPSUM BOARD AND ONE COAT VENEER FPLASTER. SHIM GYPSUM BOARD TO BE SAME
HEIGHT AS EXISTING CEILING.

TONGUE AND GROOVE OR PLYWOOD MAY BE USED AS DECKING FOR FIRST FLOOR
ROOFING STSTEM. NEW DECKING TO BE FLUSH WITH EXISTING.

SALYAGED TONGUE AND GROOVYE DECKING BOARDS FROM FIRST AND SECOND FLOOR
COLLAPSED ROOF AREAS SHOULD BE USED ON SECOND FLOOR ROOF DECK. FLUSH OUT
WITH EXISTING ROOF DECK.
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FLOOR AND ROCF PLAN - SYMBOLS LEGEND

> EXISTING WALLS TO REMAIN - == == = CONSTRUCTION LIMITS
AREA B

7777777777777777 § 3 U ' o % : e 3 - b EXISTING DOOR TO REMAIN —~—— DIRECTION OF 8LOPE
/DT
g, DETAIL REFERENCE PLAN NOTE

|

\

\
| | }
| | FLOOR AND ROOF PLAN - GENERAL NOTES
| ROOF | }
‘ / ‘ | A, BUILDING 19 PART OF NATIONAL REGISTER OF HISTORIC PLACES. ALL WORK WILL BE
| |

|

\

\

|

PHOTOGRAPH - INSIDE THIRD FLOOR NORTHEAST STAIR TOWER PHOTOGRAPH - SIMILAR ROOF CONDITION
LOOKING UP THROUGH HOLE IN ROOF NTS THIRD FLOOR NE STAIR TOWER NTS

CARRIED OUT IN ACCORDANCE WITH THE SECRETARY OF THE INTERIOR'S STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES, PARTICULARLY, THE STANDARD FOR
PRESERVATION.

B. DIMENSIONS ON FLOOR PLAN ARE BASED ON FACE OF FINISHED WALL TO FACE OF
FINISHED WALL (NOMINAL).

C. VERFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE. PORTIONS OF EXISTING
< — = | CONSTRUCTION MAY HAVE BEEN REMOVED BY OWNER.

\ >

| |

D. MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL $PACES IN THE BUILDING NOT AFFECTED BY
THIS WORK. COORDINATE WITH COTR ANY DISRUPTION IN SERVICES REQUIRED TO PERFORM

—_ [ — T — i pn [ m— — = j—i pn IR ns R—" p— jﬁ WORK OR TO MODIFY EXISTING PIPING, DUCTWORK OR ANY ASSOCIATED EQUIPMENT.

: : : L E. CONTRACTOR SHALL ENSURE ALL CURRENTLY OPERATING MECHANICAL. PLUMBING AND
ELECTRICAL SERVICES ARE MAINTAINED THROUGHOUT THE SHORING INSTALLATION AS PART OF
THE BASE BID.

F. CONTRACTOR RESPONSIELE FOR RESTORING ANY AND ALL SYSTEMS AFFECTED BY THE ROOF
STABILIZATION PROJECT TO OPERATIONAL CONDITION AS PART OF BASE BID. IF WORK
INCLUDES REROUTING, A MINIMUM SEVEN FOOT HEADROOM CLEARANCE SHALL BE MAINTAINED
THROUGHOUT THE AFFECTED AREA.

G. CONTRACTOR RESPONSIBLE FOR DESIGN, DETAILS AND INSTALLATION OF ALL SHORING.

F. CONTRACTOR RESPONSIBLE FOR PROFPER ABATEMENT OF ANY HAZARDOUS MATERIALS
REQUIRED TO BE REMOVED IN AREAS AFFECTED BY SHORING INSTALLATION AS PART OF BASE
BID. 8EE LIMITED PRE-RENOVATION ASBESTOS SURVEY REPORT DATED FEBRUARY 23, 20II.

|
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|
7 |
D_ﬂ' |
‘
| J. CONTRACTOR TO PATCH PORTIONS OF THE EXTERIOR WALLS WHERE DAMAGE HAS OCCURED
] [ " | DUE TO COLAPSED ROOF STRUCTURE OR ROOF DETERIORATION. BUILDING TO BE BROUGHT
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|

BACK TO ORIGINAL CONDITION AND WATER TIGHT AT AFFECTED AREAS AS SFPECIFIED IN
CONTRACT DOCUMENTS. ONLY RECLAIMED BRICK THAT MATCHES THE EXISTING BRICK WILL BE
USED.

K. DEMOLITION AND SHORING CONTRACTOR TO WEAR PROPER PPE, MOLD PRESENT.

i - EXTERIOR WALKWAY
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L = | —— | z ROOF (1) REROOF REQUIRED IN THIS AREAS OF COLLAPSE OR PARTIAL COLLAPSE. SEE DETAILS ON
| VX A |
ROCF | - Bidni ‘ 7 SHEET A400. SEE STRUCTURAL FOR ADDITONAL INFORMATION,
7 | S %ﬁ 1] | (2) REMOVE DEBRIS AT COLLAPSED ROCF AREA AND SALVAGE ROCF SUPPORT STRUCTURE
/ - LI INCLUDING BEAMS AND GIRDER, 'BOWSTRING' TRUSS, CEILING SUPPORT BEAMS AND WOOD
%% DECKING. REUSE MATERIALS WHEREVER POSSIBLE. SEE STRUCTURAL NOTES ON SHEET
1 | ] 1 f - 8400.
(®) FLOOR TILE/ MASTIC 15 ASBESTOS CONTANING MATERIALS.
< P releron (el 6 () REROOF REQUIRED THIS AREA. APPROXIMATELY 10 SQUARE FEET. SIMILAR TO DEATILS ON
, ll cO CTION [ Q SHEET A4OO.
L0 {j_g ) I ) I ) e G R e | IN'SE j_g [ R A B I R e R R S } R- . 5 (5) REPLACE DAMAGED CEILING WITHIN FIRST FLOOR CONSTRUCTION LIMITS WITH GYPSUM
= 0 s e g ] ‘ ] BOARD FUR GYPSUM BOARD FLUSH WITH EXISTING CEILING. NO TAPE JOINTS.
| > <‘ } (11 D (®) REPLACE DAMAGED CEILING WITHIN SECOND FLOOR CONSTRUCTION LIMITS WITH VENEER
| | 5 | P GYPSUM BOARD AND ONE COAT VENEER PLASTER. SHIM GYPSUM BOARD TO BE SAME
| | d ¥ | | 3 O HEIGHT AS EXISTING CEILING.
e — el _____ & — (1) TONGUE AND GROOVE OR PLYWOOD MAY BE USED AS DECKING FOR FIRST FLOOR
| | _ | ‘ | ROCFING SYSTEM. NEW DECKING TO BE FLUSH WITH EXISTING.
| | % | — | SALVAGED TONGUE AND GROOVE DECKING BOARDS FROM FIRST AND SECOND FLOOR
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| | | | — | | | | WITH EXISTING ROOF DECK.
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REMOVE AND REINSTALL SECOND FLOOR
FLASHING AFTER ROOF COLLAPSED ROOF AREA
ROOF AREA.

PRE-COLLAPSE CONDITION - FIRST FLOOR, PARTIAL COLLAPSE - SECOND FLOOR

SOUTH ELEVATION PHOTOGRAPHS - SECOND FLOOR
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SHOP-FABRICATED, METAL PLATE-CONNECTED WOOD TRUSS DESIEN LOADS
SINGLE-PLY TRUSSES

I. ALL TRUSSES SHALL BE DESIGNED FOR A MINIMUM OF 26 PSF ROOF SNOW
LOAD PLUS DRIFTING SNOW AS INDICATED ON 2/5200.

2. ALL TRUSSES SHALL BE DESIEGNED FOR DEAD LOAD BASED ON THE
FOLLOWING ITEMIZATIONS:

TOP CHORD: 2.0 PSF (DECKING)
55 PSF (TAR & GRAVEL)
5.0 PSF (MISCELLANEOUS)

BOTTOM 6.0 PSF (LATH ¢ PLASTER)
CHORD: 5.0 PSFE (MISCELLANEOUS)

PLUS SELF-WEIGHT OF TRUSSES.

3. ALL TRUSSES SHALL BE DESIGNED FOR MINIMUM UPLIFT PRESSURES PER IBC
SECTION 1609 AND SECTION 6 OF ASCE-T. A 10 PSE DEDUCTION FOR TOTAL
DEAD LOAD MAY BE USED TO REDUCE UPLIFT PRESSURE.

MULTI-PLY GIRDER TRUSSES

I. DESIGN FOR GIRDER TRUSSES IS BASED ON A MINIMUM OF 26 PSFE ROOF
SNOW LOAD PLUS DRIFTING SNOW AS INDICATED ON 2/5200.

2. ALL TRUSSES SHALL BE DESIGNED FOR DEAD LOAD BASED ON THE
FOLLOWING ITEMIZATIONS:

TOP CHORD 2.0 PSF  (DECKING)
(THROUGH 55 PSFE  (TAR & GRAVEL)
LVL PURLINS): 50 PSF (MISCELLANEOUS)
50 PSF  (SECONDARY FRAMING, WHICH INCLUDES
‘ ‘ LVL PURLINS)

| L N—EXT& STEEL BEAM
POCKETS ) . BOTTOM CHORD 6.0 PSF (LATH ¢ PLASTER)
S-PLY | 3/4"x11 7/ > (DIRECT SUPPORT 4.0 PSF (JOISTS)

L \
FULL DIMENSION
N / o \L (2) 2x4 TOP PLATE p— -— LVL 20E OF CEILING JOISTS): 5.0 PSF (MISCELLANEOUS)
— > 7 1/4" DEEP MEMBER, EITHER A

SINGLE-PLY JOIST OR 3-PLY FASTING BRIEE \ <e> - L i < [ = ——T—1 — PLUS SELF-WEIGHT OF GIRDER TRUSSES.
FULL DIMENSION 2x4 Y ] 3. ALL GIRDER TRUSSES SHALL BE DESIGNED FOR MINIMUM UPLIFT PRESSURES
! !

— | | PER IBC SECTION 1609AND SECTION 6 OF ASCE-T. A 10 PSF DEDUCTION
>NEW GTQDER TRUSS

EITHER SINGLE-PLY RAFTER NEW PLYWOOD SHEATHING

OR 3-PLY TRUSS CHORD
DEPENDING ON LOCATION TO MATCH DEPTH OF

TONGUE AND GROOVE

9 3/4" DEEP MEMBER, <% <B> @@ @ <E>
[

EXISTING TONGUE AND
GROOVE BOARDS <1>

|
¢ I
I
I

!

2x& TOP CHORD

6"

NEW WOOD TRUSS AT ROUGHLY
6" OC (REUSE LOCATIONS OF
PREVIOUS TRUSSES AND JOIST/
RAFTER INFILL ASSEMBLIES)

& 4" EMBEDMENT INTO

4" EXISTING BRICK, SECURED
WITH WOOD WEDEES

(*) IN THIS AREA, WOOD STUD WALL AND WOOD HEADERS ARE CONSIDERED
TO BE PRIMARY STRUCTURAL MEMBERS FOR SUPPORTING ROOF
FRAMING

o

—K (2) 2xI0 FASTENED TO <2>
EXISTING BRICK USING
3/4" DIA x &' EMBED HILTI

HAS-E ROD AT 16" OC

AND HIT-HY20 ADHESIVE | 340

WITH SCREEN TUBES A el = 2 e — - !

——NEW I/\l%gD TRUSS ATLIE)" oc
- RE-USE EXISTING POCKETS
I
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A /EX\ST\N@ BRICK, / L4, BEARING SHIMS - <
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2xo LEDGER SPIKED
TO EXISTING BRICK

2'%7 1/2" LOOK-OUT PROVIDE SISTERED MEMBERS PER
H 4 3/4" DEEP MEMBER
FAR SIDE OF 4 3/4 El éEQ SINGLE-PLY RAFTER ARCHITECTURAL TO RE-CREATE
DEEP MEMBER ! = ! ROOF EDGE PROFILE
OR 3-PLY TRUSS CHORD

DEFPENDING ON LOCATION

NEW PLYWOOD SHEATHING TO
MATCH DEPTH OF EXISTING

TONGUE AND GROOVE BOARDS FACE OF EXISTING BRICK ————b]

%

FACE OF EXISTING BRI

-

2'x4" LOOK-0OUT
NEAR SIDE OF 9 3/4"
DEEP MEMBER ———

FACE OF
BRICK (VIF)

4-10 /4"

- ) <~
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Ix6 VERTICAL BRACE
AT NON-TRUSS
LOCATIONS ONLY
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2x& BOT CHORD <>~

|

| REUSE EXISTING

SECURED WITH WOOD AND TOP OF BEAM 2x10 AT
WEDGES AT TOP SIDE ] l6" OC
2x& BOT CHORD |

L o2 | 1012 |
71

&H

) N —_— | TRUSS CHORD DEFENDING WALL WITH DOUBLE NEW WOOD TRUSS AT
yi¥ ON LOCATION STUD AT I6" OC 7 1/4" DEEP MEMBER, EITHER AN ROUGHLY 16" OC (REUSE A\ SPLY

DOUBLE WHYTHE e \ SINGLE-PLY JOIST OR 3-PLY LOCATIONS OF PREVIOUS | 3/4"x1l 1/&" ‘ ———
HEADER OVER WINDOWS 2-PLY | 3/4xIl /& LVL 2.0E ON LOCATION H‘ H‘ DOUBLE BEAM, INFILL ASSEMBLIES) DOUBLE BEAM,

HEADER WITH 4'x&" POST UNDER STEEL SI2 - ER STEEL S| & B : = — ) o ) )
2x4 WOOD STUD WALL EACH END AND (2) 2x4 FULL - , - , 2x10 AT ! ~ 2
I
|

FOR TOTAL DEAD LOAD MAY BE USED TO REDUCE UPLIFT PRESSURE.

/

ROOF TRUSS BRACING NOTES:

— N——

[. WHERE IT IS PRESENT, IT IS ASSUMED THAT ALL TRUSS TOP CHORDS WILL
BE CONTINUOUSLY BRACED BY THE ROOF DECKING.

2. ALL TRUSS WEB MEMBERS SHALL BE BRACED UNLESS CALCULATIONS SHOW
OTHERWISE.

3. ALL HORIZONTAL BRACING SHALL BE STIFFENED WITH EITHER;
3.1. DIAGONAL BRACING EXTENDED TO A SHEAR WALL PARALLEL TO THE

ORIGINAL BRACING. SEE BRACING DETAILS A ¢ B.

3.2. A 1/2" PLYWOOD SHEET EXTENDED TO ROOF DECK OR SHEAR WALL.

4. ALL TRUSS BOTTOM CHORDS SHALL BE BRACED UNLESS CALCULATIONS
SHOW OTHERWISE. CONTINUOUS SHEATHING APPLIED TO BOTTOM CHORD WILL
SATISFY THIS BRACING REQUIREMENT (SEE BRACING DETAIL C).

PUN P! DIMENSION KING STUDS EACH END e Lo oF=5 1/4", th=1/2") e Lo oF=5 1/4", tF=1/2") l6 o

EXISTING ROOF CONDITION DETAIL FOR REPLACEMENT EXISTING ROOF CONDITION DETAIL FOR REPLACEMENT
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M\ INEST END OF LOW ROOFE-GRID 'A') /2 OF ROOF TRUSSES 3N\ (WEST END OF LOW ROOF-ERID '€3') /2 OF ROOF TRUSSES : SN
@ SCALE: 3/4" = |'-0" @ SCALE: 3/4" = |'-0" @ SCALE: 3/4" = |'-0" @ SCALE: 3/4" = |'-0" o AT /_EXT@ %ONSTRIN@ T#%
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LOW ROOF TRUSS SHOP DING NOTES

WOOD TRUSS SHOP DRANWINGS SHALL SHOW THE FOLLOWING

INFORMATION.

[) INFORMATION WHICH THE RESPONSIBLE BUILDING DESIEN
PROFESSIONAL WILL CHECK FOR COMPLIANCE WITH CONTRACT
DOCUMENTS.

a) ERECTION PLAN: SHOWING DIMENSIONED LOCATION AND
TRUSS IDENTIFICATION.

b) BEARING DETAILS: SHOWING BEARING LENGTH, WIDTH,

DEPTH INDICATING CONFORMANCE TO DESIEN CALCULATIONS.
¢) DESIEN LOADS: ALL DEAD AND LIVE LOADS SHALL BE

SHOWN ON THE FRAMING PLAN OR TRUSS ELEVATION

INDICATING CONFORMANCE TO TRUSS CALCULATIONS.

d)  ALL PERMANENT BRACING: SHOW TOP CHORD, BOTTOM CHORD,
¢ WEB MEMBER BRACING ON FRAMING PLAN AND TRUSS
ELEVATION. SUPPLIER AND INSTALLER OF THIS BRACING
SHALL ALSO BE INDICATED.

e) TRUSS DIMENSIONS: SHOW DEPTH, SPAN BEARING, HEIGHT
AND SLOPES AT ALL CRITICAL POINTS.

2) INFORMATION THAT SHALL BE THE RESPONSIBILITY OF THE
FABRICATOR AND TRUSS DESIGNER AND SHALL BE PROVIDED FOR
INFORMATION WITH THE SHOP DRANWING SUBMITTAL.

a) MEMBER DESIEN: INCLUDING WEB CONFIGURATION, MEMBER

<> STEEL 912 - ‘ — — SIZE, GRADE OF LUMBER, FABRICATED SPLICES AND MEMBER

(DEPTH = 12 3/16", BRACING REQUIRED BY TRUSS DESIGN.
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L
\ |
mEenimy ol - \ (2 LON ROOF FRAMING PLAN A L e e e T T 0

S | DOUBLE BEAM, @
STEEL SI2

A -SECTION

6" B2 L 12

I'-5 3/4"

—

‘V ‘V 4" EXTENSION OF

2" MAXIMUM
$4 2x10 CEILING FRAMING WILL BE % I

ADDED IN FUTURE. GIRDER TRUSS |

NEW PLYWOOD SHEATHING TO SUPPLIER TO PROVIDE HORIZONTAL @ B ]
[
|
I
\

=

2'x6 1/2" LOOK-OUT NEAR PROVIDE SISTERED MEMBERS

SIDE OF ROOF RAFTER PER ARCHITECTURAL TO
TONGUE AND GROOVE

DECR BOARDS CREATE ROOF EDGE PROFILE

MATCH DEPTH OF EXISTING == BLOCKING SO THAT FACE-MOUNT ——EXISTING BRICK WALL
TONGUE AND GROOVE BOARDS

HANGERS CAN BE USED TO SUPPORT

ENDS OF CEILING JOISTS ‘
I8 —/ e
4_'7

DOUBLE BEAM,

APPROXIMATE NEW PLYWOOD SHEATHING

BRICK COURSING:

TO MATCH THICKNESS OF

EXISTING TONGUE AND
GROOVE BOARDS

o 1/2"

. PER 4/540I B CAPACITIES.
?r;(,LOT&TIJiYgST OF N A A (SECTION SHOWS 5401/ scALE: NONE ¢) ERECTION PLAN: SHOW SPACING AND LAYOUT OF ANY
EXISTING MEMBERS) —T N GEOMETRY OF TEMPORARY BRACING REQUIRED FOR ERECTION.

BEARING LEDGE) d) STRUCTURAL DESIGN OF TRUSSES: SUBMIT COMPLETE TRUSS

<% & &€» 0% & <? CALCULATIONS AND OBTAIN ALL APPROVALS NECESSARY FOR
/‘ 5\\
|

1o 172"

2x6 RHOOF RAFTER REUSE EXISTING
AT lo" OC POCKETS

¢

|'-o"

2"'x4" BEARING BLOCK
WITH 3/4"x2" SHIMS EXISTING BRICK . PROVIDE TAPERED AT COLUMNS, CHORD AND

BEARING WEDEES WEB MEMBERS AS REQUIRED
(3-PLY MINIMUM)

&H

N

|

I |
| 1/2 T{q”
EXISTING BRICK - ] 4" BEARING LENGTH, SECURE \
BEARING CONDITION USING (2) \
\
\

APPROVAL BY SENDING COPY TO BUILDING DESIGN PROFESSIONAL.

CONFORMANCE TO BUILDING CODE. VERIFY SUBMITTAL AND
\ \

e) CONTRACTOR: FURNISH INSTALLER WITH ALL DATA NECESSARY
FOR PROPER INSTALLATION.

\

|

|

|

| <1> _ f)  ALL TRUSS-TO-TRUSS AND TRUSS-TO-BEAM/MEADER CONNECTIONS

| AND ALL OTHER CONNECTIONS OR SPECIAL ATTACHMENTS REQUIRED
|

\

5" CAST-IRON BY DESIEN OR AS NOTED ON PLAN SHALL BE DESIGNED BY THE

@ L5x5x5/16x0'-4" AND FIELD-
4| e DRILLED 5/8" DIA BOLTS )V

EXISTING ROOF CONDITION DETAIL FOR REPLACEMENT s GIRDER TRUSS BEARING
72\ (EAST END OF LOW ROOF-ERID 'AY) /5 OF ROOF RAFTERS 7\ SECTION 72\ AT COLUMN CAPITAL
@ SCALE: 3/4" = |'-0" \54_0y SCALE: 3/4" = |'-0" \54_0y SCALE: |"=|'-O" \54_0y SCALE: 3/4" = |'-O"

COLUMN | TRUSS SUPPLIER/MANUFACTURER. DESIEN SHALL SHOW DETAIL OF
CONNECTIONS, CONNECTOR TYPE AND CAPACITIES.

e ©
i

l0'-0 1/8" ‘

/\/

2x10 AT 16" OC PROVIDE
SIMPSON U210 WITH SLOPED |
SEAT AT EACH END

NEW PLYWOOD SHEATHING TO

@
#

<

L4

DIAGONAL BRACING OR DIAGONAL BRACING OR
g i o OF EXISTING & - - - - 1t= = = =5 /4" PLYWOOD SHEATHING /2" PLYWOOD SHEETS
3-PLY | 3/4xIl 1/& LVL | ‘
FASTENED TO GIRDER ]
— 2x|0 CEILING FRAMING WILL BE FASTEN PLIES OF 5-PLY LVL BEAMS TRUSS AT EACH END USING ﬁ o NEB BQAC | NG A
ADDED IN FUTURE. GIRDER FROM EACH SIDE WITH (2) ROWS OF SIMPSON HHUS5.50/10 — -
TRUSS SUPPLIER TO PROVIDE SIMPSON SDS 1/4'x6" SCREWS AT 16" OC P
HORIZONTAL BLOCKING SO NEW PLYWOOD SHEATHING N—(2) 2xIO — ROOF DECK
JEE DEIAIL 250 Ok THAT FACE-MOUNT HANGERS 2xI0 AT l6" OC WITH ¢ TO MATCH THICKNESS OF | (BéTNXEEN &o— - - - - ¢ = = = = - e
ROOF EDEE CONDITIO CAN BE USED TO SUPPORT ENDS SIMPSON U210 WITH 3 3/4" EXISTING TONGUE AND | BRICK A A A TRUSS (IN SECTION)
BRICK COURSING: BRICK COURSING: e E— Y — > PIER (BETOND) - ] %SETEMI;ET%G |~ —HORIZONTAL BRACE
N —— <= —— =% , f \ | 2 BRICK USING Pt
o] 2] |
[ L R S " ‘ o0 " |
S - g . [~ NEW TRUSS AT 16" OC FACE OF EXISTING BRICK ——————= 3/4" DIA x 7 - _ - - 1 = |
e L e || — IN EXISTING POCKET ) \ &' EMBED <> ™~ | DIAGONAL BRACE OR
¢ O SR S ! ‘ 2xl0 A1l 16" oc \A | HILTI HAS-E i COVER HATCH AREA
— 9 — © ) ) 5-PLY | 3/4'%T 1/2" LVL _ . L | ROD AT I6" >+ REPAIR Pt V2" FLrhoob
- ] & - ] g _ /_ 2.0E 3100 Fo POST, — < OC AND | : EXISTING TRUSS | | iy
o q - q —~  FASTEN PLIES WITH (4) | HIT-HY20 EACH END AS
o o “ | /2" DIA THRU BOLTS | ﬁﬁ:ES'VE & - - - - 1 Z L Nféﬂii gh/‘% 2 AN CEILING
— =k % — _ g—glérg I|050/4F";)<|| 1/8" LVL 0 | SCREEN | P ©
—1— 1 T —— - = Jur b - \ : ; - WEB BRACING B
— % - 1 — = N - - -~ - - __ COLLAPSED
N — N /] SIMPSON ACE 6 FRONT - TRUSS. REPAIR
= 0
o ~ QRO o " TN AND BACK FASTENED e | g | — AND REINSTALL EXTERIOR SHEAR
'-4" TO TOP OF DO H '-4" TO TOP OF SRGIER \ WITH NAILS D | &> - - - - q - NS DIRECTED
FIRST TOOTHED PRI EXISTING 11 3/4" DEEP FIRST TOOTHED MULTI-PLY GIRDER TRUSS e | L ERORTR ELSENHERE WAL
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